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e River vessel telematics

ADVANCED VEHICLE TELEMATICS

ﬂ Online monitoring of fuel consumption by each engine

" Fuel theft prevention from fuel line

nitoring operation time of each engine

U pdétmg fuel consumption quotas

Parameter monitoring
Instant fuel consumption of left and right engines, diesel

gensets, boiler. Instant fuel consumption Total fuel consumption
. . . . Left engine 6488 L
Operation time of each fuel consumer in “Idling”, “Normal 80 I/h Right eﬁgine o
load”, “Overload” modes. 60 1/h Genset #1 1255 L
Engine RPM, temperature of liquids and other data from 401/h Genset #2 632L
standard and additional analog sensors. 201/h Genset #3 549L
Boiler 348 L
Location, route and distance traveled. 601sh Engine RPM
401/h Left engine 107 rpm
. Right engine 523 rpm
Event detection 201/h WW Fuel temperature
Left engine

Start/stop of engines, lighting equipment on/off. Time 13:00  14:00 1500  16:00

Right engine
Fl ¢ tion data t . . . == |Left engine = Genset #2
RFC,)KAV Ir;]rﬁitell’oi)ci)lgilwfrrllzgtir? a tampering, excessing engine = Right engine = Genset #3 Telematics
' & = Genset #1 Boiler service

Event notification over SMS and e-mail.

CAN Display
MasterCAN Display

Online telematics Digital to analog Fuel flow meters
gateway CAN UP  converter MasterCAN DAC DFM/Boiler
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Fuel flow meters
DFM Marine/
Left and right engines

Fuel flow meters DFM/Gensets
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